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1 About This Guide 1.1 Purpose

1 About This Guide

1.1 Purpose

Gowin SPI_UART IP user guide provides the features and
performance, functional description and reference design to help users
learn the usage of Gowin SPI_UART IP.

1.2 Related Documents

The latest user guides are available on the GOWINSEMI Website. You
can find related documents at www.gowinsemi.com.

DS100, GWIN series of FPGA Products Data Sheet
DS117, GWINR series of FPGA Products Data Sheet
DS821, GWINS series of FPGA Products Data Sheet
DS861, GWINSR series of FPGA Products Data Sheet
DS891, GWINSE series FPGA Products Data Sheet
DS102, GW2A series of FPGA Products Data Sheet
DS226, GW2AR series of FPGA Products Data Sheet
DS971, GW2AN-18X &9X Data Sheet

DS976, GW2AN-55 Data Sheet

DS961, GW2ANR series of FPGA Products Data Sheet
DS981, GW5AT series of FPGA Products Data Sheet
DS1103, GW5A series of FPGA Products Data Sheet
DS1104, GW5AST series of FPGA Products Data Sheet
DS1108, GW5AR series of FPGA Products Data Sheet
DS1105, GW5AS series of FPGA Products Data Sheet
SUG100, Gowin Software User Guide

IPUG926-1.1E 1(17)
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1 About This Guide

1.3 Terminology and Abbreviations

1.3 Terminology and Abbreviations

The terminology and abbreviations used in this manual are as shown in

Table 1-1 .

Table 1-1 Abbreviations and Terminology

Terminology and Abbreviations | Meaning

FPGA Field Programmable Gate Array

SPI Serial Peripheral Interface

UART Universal Asynchronous Receiver/Transmitter

1.4 Support and Feedback

Gowin Semiconductor provides customers with comprehensive
technical support. If you have any questions, comments, or suggestions,
please feel free to contact us directly by the following ways.

Website: www.gowinsemi.com

E-mail: support@gowinsemi.com

IPUG926-1.1E
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2 Overview

2.1 Features

2 Overview

SPI is a high-speed, full-duplex, synchronous communication bus.
UART is part of computer hardware that transmits data between serial and
parallel communication. In order to reduce the difficulty of system
development and improve the speed of product development, Gowin
SPI_UART IP is designed to realize the function of interface conversion

between SPI and UART.

Table 2-1 Gowin SPI_UART IP Overview

Gowin SPI_UART IP

Logic Resource

Please refer to Table 2-2

Delivered Doc.

Design Files Verilog (encrypted)
Reference Design Verilog
TestBench Verilog

Test and Design Flow

Synthesis Software

GowinSynthesis

Application Software

Gowin Software

Note!

For the devices supported, you can click here to get the information.

2.1 Features

IPUG926-1.1E

Supports interrupt

The depth is 64 bytes for UART transmitting FIFO

The depth is 64 bytes for UART receiving FIFO

The input clock must not be less than 6 times the input SPI data rate;
Can be synthesized

Supports data communication of one SPl and UART

SPI supports 4-wire slave mode

UART supports 4-wire mode with 1 stop bit, no paity and 8-bit width
UART baud rate can be set flexibly by configuring registers

3(17)
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2 Overview

2.2 Performance

® Supports Verilog

2.2 Performance

The frequency of Gowin SPI_UART IP depends on the clock
frequency provided by the SPI master and the maximum frequency

supported by the IP on the selected chip.

2.3 Resource Utilization

Taking GW2A-LV18PG256C7/16 as an example, the resource
utilization is shown in Table 2-2. For application verification on other Gowin
FPGAs, please pay attention to the later release information

Table 2-2 Resource Utilization

Part Number

Language

LUT4

REG

GW2A-LV18PG256C7/16

Verilog

503

263

IPUG926-1.1E
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3 Signal Description

3.1 System Signal

3.1 System Signal

Table 3-1 System Signal

Signal Description

3.2 SPI Signal

No. | Name I/O Description Remarks

1 Lrstn | Reset The 1/O of all the signals takes IP as
- = reference

2 | clk | Clock

Table 3-2 SPI Signal

No. | Name I/O Description Remarks

1 |_spi_cs n I SPI chip select

2 |_spi_clk | SPI clock

The /O of all the signals takes IP

3.3 UART Signal

3 O_spi_so 0O SPI output data
as reference
4 |_spi_si I SPI input data
5 O_spi_irg_n o Interrupt request
signal
Table 3-3 UART Signal
No. | Name /0 Description Remarks
1 |_uart_rxd I Input serial data
O_uart_txd Output serial data
Allow to transmit The I/O of all the Signals
3 O_uart_rts_n signal takes IP as reference
4 |_uart_cts_n I Opposite port ready
- == signal

IPUG926-1.1E

5(17)




4 Functional Description 4.1 System Block Diagram

Functional Description

4.1 System Block Diagram

SPI_UART is between SPI host and UART. It realizes data
communication from SPI to UART. SPI host includes data, clock, interrupt
signal. UART includes receiving data, transmitting data and flow control
signal. SPI_UART includes reset and clock signals.

Figure 4--1 System Block Diagram

|_rst_n
EEEE—
|_clk
e
|_spi_cs_n
| _spi_clk SPI-lLFJ)ART |_uart_rxd ‘
SPLC —
_|spisi O_uart_txd
! i EEE—
SPIHost | O_spi_so . UART
: | O_vart rts n |
O_spi_irg_n — >
| vart cts n
—

IPUG926-1.1E 6(17)




4 Functional Description

4.2 Architecture

4.2 Architecture

Figure 4-2 Architecture

SPI

INTR_Ctrl

Param_Config

SPI_Interface RX_FIFO_Ctrl
“/ _Timing_Ctrl

TX_FIFO_Ctrl

Status_Ctrl

UART

UART _Interface
_Timing_Ctrl \

The IP design includes SPI_interface_Timing_Ctrl, INTR_Citrl,
Param_Config, RX_FIFO_Ctrl, TX_FIFO_Ctrl, Status_Ctrl and

UART _Interface_Timing_Ctrl modules.

® SPI _interface_Timing_Ctrl: Implements data communication with SPI
host and completes SPI interface timing control and protocol parse;

® VINTR_Citrl: Implement interrupt control function according to IP
internal status;

® Param_Config: Receives the configuration parameters from the SPI
host and delivers them to the corresponding module;

® RX_FIFO_Ctrl: Implements data buffer received from UART;
® TX FIFO_Citrl: Implements data buffer from SPI host;
® Status_Citrl: Detect and count the internal interface status and working

status of IP;

® UART Interface_Timing_Ctrl: Implements data communication with
UART and completes UART interface timing control and protocol

parse.
4.3 Registers
The definition of Gowin SPI_UART IP registers is as shown in Table
4-1.
Table 4-1 Gowin SPI_UART IP Registers
No. Name | Address (4 bits) | Default Value (8 bits) | Type Description
1 RHR 0x0 RO Receive holding register
2 THR 0x0 \We Transmit holding register
3 IER 0x1 0x00 R/W Interrupt Enable Register
4 IR 0x2 0x01 RO Interrupt Identification Register
IPUG926-1.1E 7(17)




4 Functional Description

4.3 Registers

No. Name | Address (4 bits) | Default Value (8 bits) | Type Description

5 LSR 0x3 0x60 RO Line Status Register

6 MSR 0x4 0x10 RO Modem Status Register

7 MCR | Ox5 0x00 R/W Modem Control Register

8 FCR 0x6 0x00 R/W FIFO Control Register
Number of valid data of

9 TXLVL | Ox7 0x00 RO transmitting FIFO

10 RXLV Ox8 0x00 RO Num_b_er of valid data of

L receiving FIFO

11 DLL 0x9 0x10 RIW UART frequency d_|V|$|on
register (lower 8 bits)

12 DLH OXA 0x00 RIW UART frequency d!V|S|on
register (upper 8 bits)

4.3.1 RHR Register
The definition of RHR register is shown in Table 4-2.

Table 4-2 RHR Register

Address (4 bits) | Bit(s) Default Value Type | Description
Cache data receiving
0x0 Bit[7:0] | - RO from UART, 64 bytes
depth.
4.3.2 THR Register

The definition of THR register is shown in Table 4-3.
Table 4-3 THR Register

Address (4 bits) | Bit(s) Default Value Type Description
Cache data transmitting
0x0 Bit[7:0] | - e to UART, 64 bytes
depth.

4.3.3 IER Register

The definition of IER register is shown in Table 4-4.
Table 4-4 IER Register

IPUG926-1.1E

Address (4 bits) | Bit(s) Default Value Type Description
Bit[7:4] | - - Reserved
. Modem status interrupt.
Bit[3] 0 bl 0: Turning off; 1: enable
Receive line status
Bit[2] 0 WO interrupt. O: Turning off;
ox1 1: enable
Transmit holding register
Bit[1] 0 WO interrupt. O: Turning off;
1: enable
Receive holding register
Bit[0] 0 WO interrupt. O: Turning off;
1: enable

8(17)




4 Functional Description

4.3 Registers

4.3.4 IIR Register

The definition of IIR register is shown in Table 4-5.
Table 4-5 IIR Register

Address (4 bits) | Bit(s) Default Value | Type Description
Bit[7:3] - - Reserved
Interrupt Type:
11: Receive line status
error interrupt (highest
priority)
10: Receive holding
Bit[2:1] 00 RO re_gis_ter interrupt (second
0x2 ' priority)
01: Transmit holding
register interrupt (third
priority)
00: Modem status interrupt
(lowest priority)
Interrupt status O: Interrupt
Bit[O] 1 RO waiting; 1: No interruption
waiting

4.3.5 LSR Register

The definition of LSR register is shown in Table 4-6.
Table 4-6 LSR Register

Address (4 bits)

Bit(s)

Default Value

Type

Description

0x3

Bit[7]

Reserved

Bit[6]

RO

THR/TSR data status

0: THR or TSR has data to
transmit; 1: Both THR and
TSR are null

Bit[5]

RO

THR data status
0: THR has data to transmit
1: THRis null

Bit[4]

RO

Communication interrupt

0: No communication
interrupt

1: Communication interrupt
detected (data transmission
at low, including start bit,
data bit and stop bit), clear
after read

Bit[3]

RO

Frame error;
0: No frame error;

1: frame error detected (stop
bit missed), clear after read

Bit[2]

Reserved

Bit[1]

RO

Overrun error;

IPUG926-1.1E
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4 Functional Description

4.3 Registers

Address (4 bits)

Bit(s)

Default Value

Type

Description

0: No overrun error;

1: RHR register data
overrun, clear after read

Bit[0]

RO

RHR data status
0: No data

1: At least one data is stored
in RHR

4.3.6 MSR Register

The definition of MSR register is shown in Table 4-7.
Table 4-7 MSR Register

Address (4 bits) | Bit(s) Default Value | Type | Description
Bit[7:5] | - - Reserved
o) | x R
Ox4 Bit[3:1] | - - Reserved
CTS signal status indicator
Bit[0] 0 RO (active-high), clear after
read
Notel!
X means the signal value is determined by the status of the input signal.
4.3.7 MCR Register

The definition of MCR register is shown in Table 4-8.

Table 4-8 MCR Register

Address (4 bits) | Bit(s) Default Value | Type Description
Bit[7:3] | - - Reserved
Receiving and transmitting
, loopback
Bit[2] 0 RW 0: Normal
0x5 1: Loopback on
Requset to transmit
Bit[1] 0 R/W 0: Drive RTS high;
1: Drive RTS Low
Bit[0] - - Reserved

4.3.8 FCR Register

The definition of FCR register is shown in Table 4-9.
Table 4-9 FCR Register

IPUG926-1.1E

Address (4 bits) | Bit(s) Default Value | Type Description
Receive holding register
0x6 Bit[7:6] | 00 R/W Interrupt trigger

(triggered when the
number of data in FIFO is

10(17)




4 Functional Description 4.3 Registers

Address (4 bits) | Bit(s) Default Value | Type Description

greater than or equal to
the following values)

00: 8 bytes;

01: 16 bytes;
10: 32 bytes;
11: 48 bytes;

Transmit holding register
interrupt trigger
(triggered when the free
space in the FIFO is
greater than or equal to
Bit[5:4] | 00 R/W the following values):

00: 8 bytes;

01: 16 bytes;

10: 32 bytes;

11: 48 bytes;

Bit[3] - - Reserved

Reset and transmit FIFO.
0: No reset and transmit
Bit[3] 0 R/W FIFO;

1: Reset and transmit
FIFO

Reset and receive FIFO.
0: No reset and receive
Bit[1] 0 R/W FIFO;

1: Reset and receive
FIFO

FIFO enable

0: Disable and receive
FIFO;

1: Enable and receive
FIFO;

Bito] | 0 RIW

4.3.9 TXLVL Register

The definition of TXLVL register is shown in Table 4-10 .
Table 4-10 TXLVL Register

Address (4 bits) | Bit(s) Default Value Type Description

Bit[7] - - Reserved

0ox7 . Number of valid data of
Bit{6:0] | 0x00 RO TX FIFO Range: 0 ~ 64

IPUG926-1.1E 11(17)




4 Functional Description

4.4 Operation Flow

4.3.10 RXLVL Register

The definition of RXLVL register is shown in Table 4-11.

Table 4-11 RXLVL Register

Address (4 bits) | Bit(s) Default Value | Type | Description
Bit[7] - Reserved
0x8 :
Bit[6:0] | 0X00 RO Number of valid data of RX

FIFO Range: 0 ~ 64

4.3.11 DLL Register

The definition of DLL register is shown in Table 4-12.

Table 4-12 DLL Register

Address (4 bits) | Bit(s) Default Value Type Description
I UART frequency division
0x9 Bit[7:0] | Ox10 RW register ( lower 8 bits)
4.3.12 DLH Register

The definition of DLH register is shown in Table 4-13 .

Table 4-13 DLH Register

Address (4 bits) | Bit(s) Default Value Type Description

OXA Bit[7:0] | 0x00 RIW UART frequency d|y|S|on
register ( upper 8 bits)

Note!

UART baud rate = input clock frequency/frequency division register value (DLH+DLL), and
frequency division register value is not less than 10.

4.4 Operation Flow

4.4.1 Initialization Flow

1. After power on, the SPI host needs to configure the IP parameters, the

recommended sequence is as follows:

a). MCR
b). FCR
c). DLL
d). DLH
e). IER

2. Then the SPI host can communicate with UART according to read/write

operation flow.

4.4.2 Write Operation Flow

Disable Interrupt Write Operation

When transmit holding register interrupt is disabled, the write operation

IPUG926-1.1E
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4 Functional Description 4.5 Interface Timing

flow from SPI host is as follows:
1. SPI host reads the current FIFO buffer status by the TXLVL register.

2. When the transmit FIFO has enough space, the SPI host can write data
through the THR reqgister.

Enable Interrupt Write Operation

When transmit holding register interrupt is enabled, the write operation
flow from SPI host is as follows:

1. After receiving the interrupt signal from the SPI slave, SPI host reads
the current interrupt from the IIR register.

2. If the interrupt is from transmit holding register, the SPI host can write
data to the THR register.

4.4.3 Read Operation Flow
Disable Interrupt Read Operation

When receive holding register interrupt is disabled, the read operation
flow from SPI host is as follows:

1. The SPI host reads the current FIFO buffer status the RXLVL register.

2. When the receive FIFO has enough space, the SPI host can read data
through RHR register.

Enable Interrupt Read Operation

When receive holding register interrupt is enabled, the read operation
flow from SPI host is as follows:

1. After receiving the interrupt signal from the SPI slave, SPI host reads
the current interrupt from the IR register.

2. If the interrupt is from receive holding register, the SPI host can read
data through RHR register.

4.5 Interface Timing

4.5.1 UART Interface Timing
Figure 4-3 UART Interface Timing

* >,
I_uart_rxd M A W F T
start
@

O _uart_txd ! ; —

O_uart_rts_n

|_uart_cts_n

IPUG926-1.1E 13(17)




4 Functional Description 4.5 Interface Timing

4.5.2 SPI Interface Register Write Timing

Figure 4-4 SPI Interface Register Write Timing
lspioh . 1L 1 £ 1L F1L L F1 s s srs s

|_spi_cs_n

RW A2 Az A1 A0 [ D8 D5 D4 D3 Dz D1 Do

I_spi_si

Note!

e R/W: 0 for write operation;

e X: Don not care about the bit;

e A3~AO0: Register address, 4 bits;

e The input clock must not be less than 6 times the input SPI data rate;

4.5.3 SPI Interface Register Read Timing

Figure 4-5 SPI Interface Register Read Timing
pok 0 F L F L F L FLF L F L LF s ffs s

I_spi_cs n

AW A2 A2 a1 A0

LK L X K L X X ox owm X

|_spi_si

O_spi_so

Note!

e R/W: 1 for read operation;

e X:Don not care about the bit;

e A3~AO0: Register address, 4 bits.

4.5.4 SPI Interface Read LSR/ MSR Interrupt Cleared Timing
Figure 4-6 SPI Interface Read LSR/ MSR Interrupt Cleared Timing

I_spi_clk
|_spi_cs_n
AW A3 2 A1 a0
I_spi_si KK L X K L K L X X X
o7 s b5 D4 b2 b2 D1 6o
O_spi_so
O_spi_irg_n

4.5.5 SPI Interface Read RHR Interrupt Cleared Timing

Figure 4-7 SPI Interface Read RHR Interrupt Cleared Timing
L I S Y S S Y S Y N S ' N Y s N ey A s I ey Y Y ey AN

Lspi_esn SNRINE S S S NS SN S S NN S S SIS S NS S TS S S S S N S S S N N S S S S S L\ S S S S NS S S S S S O S S
= -
T S—— e
o7 | b i B0 L bt @ L@ oL@ il b
BT S S SN SEN SEN SEN S, SEN, SV SUN SENN, SES SEN NS, SN S,
O_spiin 1§
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4 Functional Description 4.5 Interface Timing

4.5.6 SPI Interface Write THR Interrupt Cleared Timing
Figure 4-8 SPI Interface Write THR Interrupt Cleared Timing
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5 Interface Configuration

......

Oesignes - (EN

Interface Configuration

In "Tools" menu bar of the Gowin software interface, it can start the IP
Core Generator tool and complete IP call and configuration.

1. Start the Gowin Software and open a project, as shown in Figure 5-1.

Figure 5-1 Open an Existing Project

oK _slave_test_project LUART Topu)

19 44|

23@ SPI_UART Top u_spi_to_uart_top(

(I_
(I
(T
(1

IPUG926-1.1E

2. Select "Tools > IP Core Generator > SPI_UART", then click "OK" to
generate SPI_UART Module, as shown in Figure 5-2.
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5 Interface Configuration

Figure 5-2 Gowin SPI_UART Configuration Interface
Target Device GHZA-LV1BPGESECT/IE ‘ u

Name Version
4 7 Hard Module SPI UART
b BandGap -
I CLOCK
" bse '{}{’/‘- IP Customization | wPa - - @‘Q1
3 13C
3 Memory
=g SPT UART e
3 User Flash
4 Soft IP Core File B
[3 DSP and Mathemathics Target Device: GHZA-LVIBPGZSECT/I6
4 Interface and Interconnect Create In _slave_test_project IE-start-gv2aléve. 0 SMHzisreizpi uart [ ... |
€ AHB Bus Arbiter Module Name SPT_UART Top File Name: spi_uart
ihs CAN
Jb 12C MASTER —»{stn St Toclls Language:
s 12C_UART ] 0_spisc m‘
» I3C DDR eXtension —m 1 ck
J& 13C SDR Generation Config
S MIPIRX —»{_spi_cs_n
o MIPI TX O_spLirg_n —# Disable T/0 Tnsertion
@4 PCI Target .
45 SDIO Slave Controller -
-
LR - ot~
< Triple Speed Ethernet MA
& UART MASTER ] Luart_oat
USBL1 O_uart_rts_n
b Memory Control —|_uart_cts_n
b Microprocessar System
[ Multimedia
2 Start Page x| |
] x| [ Cancel ] [ Help ] E

3. Instantiate the "SPI_UART" module as shown in Figure 5-3.
Figure 5-3 SPI_UART Instantiation

4 GOWIN FRGA Designer - [EAIP_DesigrSPI_UART_ISPL2UART_IP_test_project _slave_test_project_OK. UART Top "]+ Lo | 3 i
‘ Ble gdt project Jook Vndow Help -Jelx
ELEC rilsxal
i 8x[13 -output -0_spi_irq n,
Tecaseiout - AL Dessgistr - || 14 »/ /uart
[E swaa-wess2sectns 15 input
4 15 Veriog Fikes 16 output
Sre\SPLUART Topir 17 -output
rc\api_usrt 1 18 -input
4 15 Physical Consaints Fles 19 L) ;
reASPLUART st 20 //
4 1 Timing Constrsints Fles 21 B
Sre\I2CASPLIUART D I R ——
23§ SPI_UART Top u_spi_to_uart_top(
24 (I_rst n Ve
25 c (I_elk I
26 cs n (I_spi_cs_n I
27| . clk (I _spi clk IR
28| .0 _spi_sc (0_spi_so ),
29| .1_spi_si (I_spi_si Ve
30| .0 spi_irg n (0_spi_irg n I
38
32| .1 _uvart_rxd (I_uart_rzd I
33| .0 vart_txd (0 uart_txd Ve
34| .0 vart_rts n (0_uart_rts_n )
35| .I_uart_cts_n (I_uart_cts_n )
36|
37
38 //-———————m- et
39
40 endmodule
41
| hesign | Fromss | Maredhy i Seart tage Beaipn Sumaary o DNCEPIZMART rpt hial d SFI_UAST Top. v & O [0 oo e bl IF Cara funat ater
- ax
Lojown]
[Betpat | Tarees
21 cok2

Synthesize, P&R, download bitstream file to FPGA chip to implement
Gowin SPI_UART function.
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