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1 About This Guide 1.1 Purpose

1 About This Guide

1.1 Purpose

The purpose of Gowin MIl to RMII IP User Guide is to help you to quickly understand
the features and usage of Gowin MIl to RMII IP by providing the descriptions of the
functions, signal definition, parameters, and reference design. The software screenshots
and the supported products listed in this manual are based on Gowin Software 1.9.11. As
the software is subject to change without notice, some information may not remain relevant
and may need to be adjusted according to the software that is in use.

1.2 Related Documents

The latest user guides are available on the GOWINSEMI website. You can find the
related documents at www.gowinsemi.com:
e SUG100, Gowin Software User Guide
e DS100, GW1N series of FPGA Products Data Sheet
e DS117, GW1NR series of FPGA Products Data Sheet
e DS821, GW1NS series of FPGA Products Data Sheet
e DS861, GW1NSR series of FPGA Products Data Sheet
e DS841, GW1NZ series of FPGA Products Data Sheet
e DS961, GW2ANR series of FPGA Products Data Sheet
e DS102, GW2A series of FPGA Products Data Sheet
e DS226, GW2AR series of FPGA Products Data Sheet
e DS971, GW2AN-18X & 9X Data Sheet
e DS976, GW2AN-55 Data Sheet
e DS981, GW5AT series of FPGA Products Data Sheet
e DS1103, GWASA series of FPGA Products Data Sheet
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http://www.gowinsemi.com/en
http://cdn.gowinsemi.com.cn/SUG100E.pdf
http://cdn.gowinsemi.com.cn/DS100E.pdf
http://cdn.gowinsemi.com.cn/DS117E.pdf
http://cdn.gowinsemi.com.cn/DS821E.pdf
http://cdn.gowinsemi.com.cn/DS861E.pdf
http://cdn.gowinsemi.com.cn/DS841E.pdf
http://cdn.gowinsemi.com.cn/DS961E.pdf
http://cdn.gowinsemi.com.cn/DS102E.pdf
http://cdn.gowinsemi.com.cn/DS226E.pdf
http://cdn.gowinsemi.com.cn/DS971E.pdf
http://cdn.gowinsemi.com.cn/DS976E.pdf
http://cdn.gowinsemi.com.cn/DS981E.pdf
http://cdn.gowinsemi.com.cn/DS1103E.pdf

1 About This Guide 1.3 Terminology and Abbreviations

e DS1104, GWSAST series of FPGA Products Data Sheet
e DS1105, GWSAS series of FPGA Products Data Sheet
e DS1108, GWSAR series of FPGA Products Data Sheet
e DS1118, GWSART series of FPGA Products Data Sheet

1.3 Terminology and Abbreviations

The terminology and abbreviations used in this manual are as shown in Table 1-1.

Table 1-1 Terminology and Abbreviations

Terminology and Abbreviations Meaning

FPGA Field Programmable Gate Array

IP Intellectual Property

LUT Look-up Table

MIl Media Independent Interface

REG Register

RMII Reduced Media Independent Interface

1.4 Support and Feedback

Gowin Semiconductor provides customers with comprehensive technical support. If
you have any questions, comments, or suggestions, please feel free to contact us directly
using the information provided below.

Website: www.gowinsemi.com

E-mail: support@gowinsemi.com

IPUG1195-1.0E 2(20)



http://cdn.gowinsemi.com.cn/DS1104E.pdf
http://cdn.gowinsemi.com.cn/DS1105E.pdf
http://cdn.gowinsemi.com.cn/DS1108E.pdf
http://cdn.gowinsemi.com.cn/DS1118E.pdf
https://www.gowinsemi.com/en/
mailto:support@gowinsemi.com

2 Overview 2.1 Introduction

2 Overview

2.1 Introduction

Gowin MIl to RMII IP implements the conversion between MIl and RMII interfaces,
providing a 16-signal MlIl interface and a 7-signal RMIl interface. It supports both 10M and
100M data rates.

Table 2-1 Gowin MII to RMII IP Overview

Gowin Mil to RMII IP

Logic Resource See Table 2-2.

Delivered Doc.

Design Files Verilog (encryption)
Reference Design Verilog
TestBench Verilog

Test and Design Flow

Synthesis Software GowinSynthesis
Application Software Gowin Software (V1.9.11 and above)
Note!

For the devices supported, you can click here to get the information.

2.2 Features

e Supports MIl and RMII interfaces
e Supports timing conversion between MIl and RMII
e Supports both 10M and 100M data rates

IPUG1195-1.0E 3(20)
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2 Overview

2.3 Resource Utilization

2.3 Resource Utilization

Gowin MIl to RMII IP can be implemented by Verilog. Its performance and resource

utilization may vary when the design is employed in different devices or at different
densities, speeds, or grades. Taking Gowin GW5AST-138 device as an instance, the

resource utilization is as shown in Table 2-2. For the resource utilization of other devices,
please refer to later release information.

Table 2-2 Resource Utilization

Device

Programming Language

LUTs

REGs

GW5AST-138

Verilog

36

37

IPUG1195-1.0E
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3 Functional Description 3.1 Structure

Functional Description

3.1 Structure

Gowin MII to RMII IP consists of Clock Gen and Format Conversion, as shown in
Figure 3-1.

Figure 3-1 Gowin MII to RMII IP Structure Diagram

MIl to RMII

refclk

—P Clock gen

!

Mil RMII
<4———» Formatconversion <

e Clock gen: Used to generate the clock signals required for MII.
e Format Conversion: Used to support timing conversion between MIl and RMII.

3.2 Clocking

Gowin MIl to RMII IP performs MIl and RMII data conversion using a 50 MHz input
clock. This 50 MHz clock can either be internally generated by the FPGA or externally
provided by crystal. Note that a 50 MHz clock with the same source must be provided to
both Gowin MIl to RMII IP and the external PHY, as shown in Figure 3-2.

IPUG1195-1.0E 5(20)




3 Functional Description 3.3 Speed
Figure 3-2 Clock Structure
FPGA
PLL/OSC PHY
(50MHz) Pprefclk MIl to RMII
FPGA

External PHY
Oscillator P refclk MIl to RMII

(50MHz)

3.3 Speed

Gowin MIl to RMII IP supports both 10M and 100M rates, which can be selected
via speedis_100; when speedis_100 is set to 1, the IP is running at 100M, and when
speedis_100 is set to 0, the IP is running at 10M.

3.4 MII

The data transmission of the Mll is driven by two clocks, mii_rx_clk and mii_tx_clk. All
receive signals are synchronized with mii_rx_clk. All transmit signals are synchronized with

mii_tx_clk.

IPUG1195-1.0E
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3 Functional Description 3.4 Ml

The clocks mii_rx_clk and mii_tx_clk are derived by dividing the 50 MHz refclk. At
100M data rate, the frequency of mii_rx_clk and mii_tx_clk is 25 MHz; at the 10M data rate,
the frequency is 2.5 MHz.

4 bits data is transmitted in one clock cycle, and when one byte of data needs to be
transmitted, the data transmission sequence is as shown in Table 3-1.

Table 3-1 Byte Data Transmission Sequence in MII

Transmission Sequence Byte Data

1st 4-bit data [3:0]

2nd 4-bit data [7:4]
3.4.1 Data Reception

Normal Data Reception

Figure 3-3 shows the normal data reception via Mll interface.

Throughout the entire data reception, mii_rx_dv remains 1 until the reception is
complete, at which point it transitions to 0. Meanwhile, mii_rx_er also remains 0, and
mii_rxd is the received data. mii_rx_dv, mii_rx_er, and mii_rxd perform state transitions on
the falling edge of mii_rx_clk, providing reliable setup and hold times.

It should be noted that there is no buffer in IP for the received data, so the user must
always be ready to receive data continuously.

Figure 3-3 Normal Data Reception via MII Interface
mioced L4 ) L4 L4 [ 4 [+ L4+ [+ [+ [t I

mii_rx_dv // / ﬂ -
mii_rx_er // //
mii_rxd[3:0] 'b000y/ X data0 ¥ data1 X data2 X data3 Y data4// data ) dataN-1)  'b0OOO

Error Data Reception

Figure 3-4 shows the error data reception via Ml interface.
When mii_rx_dv is set to 1 and mii_rx_er is also 1, the data received on mii_rxd is error
data.

Figure 3-4 Error Data Reception via MII Interface
S T N R N e e e e e /e T e e

mil_r_dv /}/ / j}‘ -—
mii_rx_er /}/ /—\ /fr
mii_rxd[3:0] 'b0ooyf \ data0 ) data1 X data2 ) daas ) dawa/{ dala ) dataNd ) 'b0000

3.4.2 Data Transmitting

Normal Data Transmitting

Figure 3-5 shows the normal data transmitting via Mll interface.

IPUG1195-1.0E 7(20)




3 Functional Description 3.5 RMII

When there is data being transmitted, mii_tx_en is set to 1 and remains high until the
transmission is complete, at which point it is set to 0. During the period when mii_tx_en is
1, mii_tx_er must remain 0, and valid data is output on mii_txd. mii_tx_en, mii_tx_er and
mii_txd perform state transitions on the rising edge of mii_tx_clk.

Figure 3-5 Normal Data Transmitting via MII Interface

mocekd | f ) L L F L L L L

mii_tx_en // / ﬂ \

mii_tx_er / / //

mii_txd[3:0] 'b0000 J/ J_data0 ) data1 ¥ data2 ) data3 X datad4 } [lata ) dataN-1 X 'b0000
3.5 RMII

The data transmission of the RMII is driven by the clock refclk. All signals are
synchronized with refclk, which runs at a frequency of 50 MHz.

During the data transmission, the number of clock cycles required to transmit 2-bit
data varies depending on the rate. At 100M, each 2-bit data occupies 1 clock cycle for
transmission; at 10M, each 2-bit data occupies 10 clock cycles for transmission.

When one byte of data needs to be transmitted, the data transmission sequence is as
shown in Table 3-2.

Table 3-2 Byte Data Transmission Sequence in RMII

Transmission Sequence Byte Data
1st 2-bit data [1:0]

2nd 2-bit data [3:2]

3rd 2-bit data [5:4]

4th 2-bit data [7:6]
3.5.1 Data Reception

Normal Data Reception

Figure 3-6 shows the normal data reception at 100M rate via RMII interface. Figure 3-7
shows the normal data reception at 10M rate via RMII interface.

Throughout the entire data reception, rmii_rx_crs_dv remains 1 until the reception
is complete, at which point it transitions to 0. Meanwhile, rmii_rx_er also remains 0,
and rmii_rxd is the received data. rmii_rx_crs_dv, rmii_rx_er, and rmii_rxd perform state
transitions on the rising edge of refclk.

It should be noted that after rmii_rx_crs_dv is set to 1, rmii_rxd may contain zero or
more clock cycles of idle data, represented as 2'b00.

IPUG1195-1.0E 8(20)




3 Functional Description 3.5 RMII

Figure 3-6 Normal Data Reception at 100M Rate via RMII Interface
refclk { f .l'.l' f f ﬂ'ﬂ' f f f f f f ﬂ'ﬂ' f f f

rmil_rx_crs_dv F o j]—’ jj
rmil_rx_er ff )7 //
rmiii_rxd[1:0] /I boo Jii { data0 X data1 ) data2 ) data3 ) data4 ) [lata ) dataN-1 ) 'b00

Figure 3-7 Normal Data Reception at 10M Rate via RMII Interface
refclk mmmmmmm

rmii_rx_crs_dv g4 o e jy v ﬂ /j[ J/]
rmii_rx_er IC/ ﬂ ﬂ ” [/
mii_pd[1:0] /f 000 /I gpa 0 X dpta 1 X Jlata X dgfa -1 X 00

Eerror Data Reception

Figure 3-8 shows the error data reception at 100M rate via RMIl interface. Figure 3-9
shows the error data reception at 10M rate via RMII interface.

When rmii_rx_crs_dv is set to 1 and rmii_rx_er is also 1, the data received on rmii_rxd
is error data.

Figure 3-8 Error Data Reception at 100M rate via RMII Interface
refclk { f ” f f H f f f f f f .I'.f f f f

rmii_rx_crs_dv I -« jf—* Jg(
rmii_rx_er )7 // / h\ ff
rmii_rxd[1:0] Jl_'boo Jii N data0 ) datal ¥ data2 ) data3 X data4 { [lata [ dataN-1 ) 'b00

Figure 3-9 Error Data Reception at 10M rate via RMII Interface
SR T N By S U /A S A S S D A S S N S ) S AN

mii_nx_crs_dv f_/<— 0 or moee ﬂ—b 1oy ﬂ j}' // ﬂ
rmii_rx_er ﬁl f/ // j] // //
rmii_rxd[1:0] JI_b00 Ji X dta 0 X dAta 1 X Jlata X ddfa N-1 X 'b00

3.5.2 Data Transmitting
Normal Transmitting

Figure 3-10 shows the normal data transmitting at 100M rate via RMIl interface. Figure
3-11 shows the normal data transmitting at 10M rate via RMII interface.

When there is data being transmitted, rmii_tx_en is set to 1 and remains high until the
transmission is complete, at which point it is set to 0. During the period when rmii_tx_en is
1, the data on rmii_txd is the valid data. Rmii_tx_en and rmii_txd perform state transitions
on the rising edge of refclk.

Figure 3-10 Normal Data Transmitting at 100M rate via RMII Interface

ek d L4 L4 L4 L4 L 4& 4 L ¢ 4§ [+ 1
rmii_tx_en // / ﬂ \

rmii_txd[1:0] 00 J/ X data0 )Y data1 Y data2 ¥ datad Y datad4 ¥ [lata ) dataN-1 ) 'b00

Figure 3-11 Normal Data Transmitting at 10M rate via RMII Interface

eekf | f ) 1 ﬁmmmm
mii_tx_en jj jy‘ ﬂ j]
ovi_txel[1-0] 500 | )( Jhta 0 ) Jhta 1 X Jlata X dgla N1 X 500

IPUG1195-1.0E 9(20)




3 Functional Description 3.6 Associated IP

3.6 Associated IP

Gowin MIl to RMII IP can be used together with Gowin Triple Speed Ethernet MAC
IP to implement MAC function for RMII interface. They are connected through the MII
interface, and the connection diagram is as shown in Figure 3-12.

Figure 3-12 Connected with Gowin Triple Speed Ethernet MAC IP

mii_tx_clk f———— ] mii_tx_clk
mii_tx_en f«—————  mii_tx_en
mii_tx_er [<@———  mii_tx_er
mii_txd[3:0] |«————— mii_txd[3:0]
mii_rx_clk f—— > mii_rx_clk
Gowin Mll to RMII P mii_rx_dv mii_rx_dv Gowin Triple Speed Ethernet MAC IP
mii_rx_er ——— ] mii_rx_er
mii_rxd[3:0] F—— ] mii_rxd[3:0]
mii_col fj——— | mii_col
mii_crs fj—— | mii_crs

IPUG1195-1.0E 10(20)




4 Port Description

4 Port Description

The port diagram of Gowin MIl to RMII IP is as shown in Figure 4-1.

Figure 4-1 Gowin MII to RMII IP Port Diagram

—p1 refclk
—Pp| rstn

—p»| speedis_100
—| rmii_rx_crs_dv

—| rmii_rx_er

—1 rmii_rxd[1:0]

—p| mii_tx_en
—P mii_tx_er
—| mii_txd[3:0]

rmii_tx_en
rmii_txd[1:0]
mii_rx_clk
mii_rx_dv
mii_rx_er
mii_rxd[3:0]
mii_tx_clk
mii_col

mii_crs

PYYYYYYYY

Table 4-1 Gowin MII to RMII Port List

1: 100M
0: 10M

No. [Signal Name Type \?V?(g?h Description Clock Domain
1 refclk Input 1 IP clock input, 50 MHz -

2 rstn Input 1 IP reset signal, active-low | refclk

3 speedis_100 Input 1 Rate selection signal

IPUG1195-1.0E
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4 Port Description

No. | Signal Name Type \?V?;?h Description Clock Domain
RMII Interface

4 rmii_rx_crs_dv Input 1 RMII RX enable/carrier refclk

5 rmii_rx_er Input 1 RMII RX error

6 rmii_rxd Input 2 RMII RX data

7 rmii_tx_en Output |1 RMII TX enable

8 rmii_txd Output |2 RMII TX data

MII Interface

9 mii_rx_clk Output |1 MII RX clock mii_rx_clk
10 mii_rx_dv Output |1 MIl RX enable

11 mii_rx_er Output |1 MIl RX error

12 mii_rxd Output |4 MIl RX data

13 mii_tx_clk Output |1 MIl TX clock mii_tx_clk
14 mii_tx_en Input 1 MII TX enable

15 mii_tx_er Input 1 MII TX error

16 mii_txd Input 4 MII TX data

17 mii_col Output |1 MII collision signal -

18 mii_crs Output |1 MII carrier signal

IPUG1195-1.0E

12(20)




5 Call and Configure IP

5 Call and Configure IP

Click on the shortcut “ ” or “Tools > IP Core Generator” on the menu bar in Gowin
Software to call and configure IP.

1. Open IP Core Generator.
After creating a new project, click “IP Core Generator” to open the IP Core Generator, as

shown in Figure 5-1.

IPUG1195-1.0E 13(20)




5 Call and Configure IP

Figure 5-1 IP Core Generator Interface

%&i‘ﬂﬁg:;ﬁﬁ @_é 2

g X

arget Device: | GW3AS-EV25UG256C2/11

AMIL t... N

MName

Hardt Module

Al

v Soft IP Core

BackGrm.l\(‘:onﬁguratic-n
DSP and Mathematics

Interface and Interconnectl

1et_mac.wv

2. Open the IP.

10G Ethernet MAC
1G Serial Ethernet Over LVDS
CAN

DC-SCM LTPI
EasyCDR

HDLC

12C MASTER

12C to ELVDS
12C_UART

13C Dual Clock

13C Single Clock

13C Slave Dual Clock

.:.-]_.H

o [

MIPI Byte-to-Pixel Converter

MIPI DSI/CSI-2 Receiver
MIPI DSI/CSI-2 Transmitter
MIPI Pixel-to-Byte Converter
MIPI RX Advance

Versio ™

1.0
1.1
1.2
1.1
1.3
1.0
1.0
1.0
1.1
1.0
1.0
1.0

1.0
1.1

1.0
1.1
1.1
2.1

Information

Type: MII to RMII
Vendor: GOWIN Semiconductor

Summary

Gowin MII to RMII IP provides customer:
Independent Interface (RMII). The IP pn
100M.

Reference

+ Reference documents(CN) - IP refer:
s Reference documents{EN) - IP refere

Double-click “Soft IP Core > Interface and Interconnect > MIl to RMII”, open Gowin MII to

RMII IP Interface, as shown in Figure 5-2.

IPUG1195-1.0E
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5 Call and Configure IP

Figure 5-2 Gowin MII to RMII Configuration Interface

WA IP Customization

MIl to RMII

— el R o
— = rstn rimi ] 1] e
— B speedis 100 i r_cli -
— ) mi_ng_crs dv miii o dv —-
— i St T e
e i rced] 1] i | 3] e
— mii b en i tx_clk —-
= il e mii ool [
) il d[30] R o

? b
e
General
Device: |GW5AS—25 | Device Version: |A |
Part Number: | GWSAS-EV25UG256C2/11 | Language: Verilog v
File Mame: |mii_tc-_rr'r'|ii | Module Mame: |MII_tc-_RMII_T0p |

Create In:  [O_RMIIV1.0\board_en\MIl_to RMII_IDE_Board\src\mii to_rmii | ..

Cptions

Cancel

e You can configure the generated file name by modifying “File Name” text box.

e You can configure the top module name by modifying “Module Name” text box.

e You can configure other options by modifying “Options” tab.

IPUG1195-1.0E
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6 Reference Design

Reference Design

For more information, please see Gowin MIl to RMII IP reference designs at Gowin
website.

Note!

The provided reference design is solely for customers to perform functional simulation.

IPUG1195-1.0E 16(20)




6 Reference Design 6.1 System Structure

6.1 System Structure

The system structure of functional simulation is shown in Figure 6-1.

Figure 6-1 System Structure

refclk
50MHZ
mac_tx_model
Y Y
: MiII
Triple Speed”Ethernet MAC » > Ml to RMII IP RMII

A

Y

mac_rx_model

top

tb

1. The top-level testbench provides a 50 MHz refclk, and the loopback for the RMI|
interface.

2. The top-level design includes the mac_tx_model, mac_rx_model, Triple Speed Ethernet
MAC IP, and MIl to RMII IP.

3. The mac_tx_model is used to send Ethernet frames, each containing 1500 bytes of data.

4. The mac_rx_model is used to receive Ethernet frames and check the accuracy of the
Ethernet frames.

6.2 Operating Flow
6.2.1 Modelsim

1. Open ModelSim software, and click on "File" in the menu bar, then select "Change
Directory" from the dropdown.
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6 Reference Design

6.2 Operating Flow

2. In the file explorer, navigate to the downloaded reference design folder

Gowin_MIl_to_RMII_RefDesign, and then select the "simulation" and "modelsim"

folders.

3. In the ModelSim command window, enter the command “do cmd.do” and press Enter to
start the functional simulation.

Figure 6-2 ModelSim Operating Flow Diagram
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Recent Projects
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# /4 18 U.5.C.
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6.2.2 VCS

¢ // 1is prohibited fro

cd C:/Users/gowing

ModelSim >{da_cmd. dof

FESTEEM)

"=

ure under the Freedom of Information Act,
Furthermore, this information
isclosure under the Trade Secrets RAct,

Section 55

ktop/Gowin MII to BMIT RefDesign/simulation/modelsim

1. Open a terminal (command line) in the Linux environment where VCS is installed.

2. Use the cd command to navigate to the downloaded reference design folder
Gowin_MIl_to RMII_RefDesign, and then sequentially enter the “simulation” and “vcs”

folders.

3. Run the vcs.sh command and press Enter to start the functional simulation.
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7 File Delivery 7.1 Document

7 File Delivery

The delivery file of Gowin MIl to RMII IP includes documentation and reference design.
7.1 Document

The folder contains the user guide in PDF version.
Table 7-1 Document List

Name Description
IPUG1195, Gowin MII to RMII IP User Guide Gowin Ml to RMII IP User Guide

7.2 Design Source Code (Encryption)

The encryption code folder contains the RTL encryption code of Gowin MIl to RMII IP,
used for the GUI, and it is used with Gowin Software to generate the IP core as needed.

Table 7-2 Gowin MII to RMII IP Design Source Code List

Name Description

mii_to_rmii_wrap.v The top-level file of the IP core, which provides users with interface
information, encrypted.

mii_to_rmii.v IP core RTL design File, encrypted

static_macro_define.v Local static parameter configuration file, not encrypted

define.vh IP configuration file, generated from GUI

IPUG1195-1.0E 19(20)




7 File Delivery 7.3 Reference Design

7.3 Reference Design
The Ref. Design folder contains the top file, and the project folder of Gowin MIl to RMII
IP.
Table 7-3 Reference Design File List

File Name Description

top.v The top module of reference design

mac_rx_model.v MAC layer RX signal control module

mac_tx_model.v MAC layer TX signal control module

triple_speed_ethernet_mac Triple Speed Ethernet MAC IP folder

mii_to_rmii Mil to RMII IP folder
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